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GRAFFITI BARRIER VOC  

SP-656 & SP-657 

ENVIRONMENTALLY PREFERRED 
LOW GLOSS, LOW VOC 

URETHANE/ACRYLIC PROTECTIVE COATING 
 
DESCRIPTION: GRAFFITI BARRIER VOC is a low gloss, low VOC, high performance, two-component 
urethane/acrylic clear coating formulated for graffiti protection of concrete and masonry surfaces. 
GRAFFITI BARRIER VOC is suitable for application to concrete, stucco, artificial stone, cinder block and 
similar surfaces. In combination with GRAFFITI BUSTER VOC remover, GRAFFITI BARRIER VOC 
offers protection from spray paints, marker inks, crayon, etc. 
 
GRAFFITI BARRIER VOC is chemically resistant, highly durable, and cures hard within 24 hours of 
application and at ultimate chemical resistance in 48 hours. The low odor formula is designed to allow 
application without disruption of normal operations - ideal for areas where solvent odors from traditional 
acrylic or polyurethane coatings are not tolerated. 
 
GRAFFITI BARRIER VOC offers enhancement of the substrate similar to solventborne sealers, provides 
a 2 hour pot life, and is easy to apply. An onsite mockup is highly recommended to guarantee 
compatibility of GRAFFITI BUSTER VOC with the substrate and should be offered to the customer for 
approval of the appearance. 
 
VOC COMPLIANCE: When mixed and used according to directions, GRAFFITI BARRIER VOC 
conforms with all Federal, State and Local VOC regulations. VOC content = 41 grams/liter. 
 
SURFACE PREPARATION: Surfaces shall be clean, dry, structurally sound and free of dirt, grime and 
other foreign substances (efflorescence, oils, silicones, all other waterproofing materials, form release 
agents and curing compounds, etc.). In most cases, cleaning can be accomplished by light pressure 
washing with properly diluted SURTEC HC-150 heavy duty cleaner or SC-120 heavy duty degreaser (or 
similar products), followed by a thorough clean water rinse. 
 
MIXING INSTRUCTIONS: Add one part by volume of GRAFFITI BARRIER VOC Part B (Cure) to three 
parts of GRAFFITI BARRIER VOC Part A (Resin) in an open container. Mix well (approximately 5 
minutes) with a drill mixer or other mechanical mixer until thoroughly mixed before using. For most 
consistent matting effect, let stand for 30 minutes after mixing for full induction. DO NOT mix more than 
can be used in a 2 hour period. The viscosity of GRAFFITI BARRIER VOC will thicken as it approaches 
the end of its potlife, therefore, do not apply beyond the 2 hour limit or a film with poor characteristics 
(e.g.,bubbling, foaming, blotchiness) may result.  
 
APPLICATION: GRAFFITI BARRIER VOC shall not be applied if surface or ambient temperature is 
above 85° F, below 50°F or if the temperature is expected to fall below freezing (32° F.) within the 24 
hour curing cycle. GRAFFITI BARRIER VOC should be applied by good quality thin to medium  nap 
roller (1/4" or 3/8")  for smooth surfaces or thick nap roller (1/2" or 3/4") for rough surfaces. For best 
results on  vertical surfaces, two-person teams should be utilized with one person applying the material 
to the surface with a pump-up sprayer and the second person distributing and smoothing the materal 
with the roller. Work small sections at a time and be certain that all lap marks have been smoothed 
before proceeding to the next section. 
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GRAFFITI BARRIER VOC  
APPLICATION (continued): 
For adequate protection at least two coats should be applied. For best results, the second (or 
subsequent) coat should be applied when the previous coat is tack free, typically within 3 to 4 hours of 
application depending on temperature and humidity. If applying a second coat more than 24 hours after 
application of the first coat was first begun, or if recoating previously applied, fully cured GRAFFITI 
BARRIER VOC, sand the surface with a 120 grit sanding screen, followed by cleaning with SURTEC 
HC-150 diluted to 2 ounces per gallon of water. Rinse thoroughly and allow to dry before application. 
 
GRAFFITI REMOVAL: GRAFFITI BUSTER VOC is the product of choice for graffiti removal from 
GRAFFITI BARRIER VOC coated surfaces. GRAFFITI BUSTER VOC will effectively remove spray 
paint, inks and crayon. To prevent damage to the coating, avoid the use of methylene chloride based 
products. 
 
SPECIFICATIONS: 
COLOR:......................................................... Part A: White, milky; Part B: Clear 
ODOR: .......................................................... Mild 
HMIS RATING: ............................................. Health = 2   Flammability = 1   Physical Hazard = 1 
VOC CONTENT: ..........................................  41 grams/liter  
SOLIDS: ....................................................... 51% 
SPECIFIC GRAVITY/DENSITY (mixed): ..... 1.07 /8.9 lbs. per gallon 
MIX RATIO: .................................................. 3:1 by volume (72.9:27.1 by weight) 
VISCOSITY (mixed): .................................... 50 - 100 cps. (Brookfield, spindle #3, 50 rpm) 
INDUCTION TIME AFTER MIXING: ............ 30 minutes 
POT LIFE: .................................................... 2 hours 
COVERAGES: (Note: These are averages. Actual coverage may vary depending on type, age and 
condition of concrete, application method, and other local conditions. Measurements are given in square 
feet per gallon.) 
Unsealed Masonry or Concrete  

1st coat................................................... 150 to 250 (rough finish) 350 to 550 (smooth finish) 
2nd coat ….….....................................… 400 to 500 (rough finish) 500 to 600 (smooth finish) 

EXTERIOR DURABILITY: ............................ Excellent 
WATER RESISTANCE: ............................... Excellent 
CHEMICAL RESISTANCE: .......................... Very Good 
FLASH POINT: ............................................. None (C.O.C. Method) 
DRYING TIME (at 20° C./68° F., 50% relative humidity): 

TACK FREE:......................................... 3 to 4 hours 
        RECOAT: ............................................. 3 to 20 hours 

LIGHT TRAFFIC: .................................. 24 hours 
HEAVY TRAFFIC: ................................ 36 to 72 hours 

GLOSS: ........................................................ Less than 25 (ASTM Test D-523, 60°) 
SAFETY (under foot): ................................... Exceeds slip resistance requirements (ASTM Test D-2047) 
PACKAGE SIZES: ........................................ 1 gallon kit (3 qts. Part A, 1 qt. Part B) 
 4 gallon kit (3 gals. Part A, 1 gal. Part B) 
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SURTEC warrants this product to be of consistent quality. SURTEC’S warranty is limited to the replacement of product proven defective. The user assumes all other risks 
and liabilities resulting from the use of this product. If you have any questions, please call SURTEC at (209) 820-3700. 
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